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CMOS Harmonic Oscillator -CHO TM

�����������	
��� &

' � ��� �

" '

CMOS / 3.3V / 5x3.2mm

( ��
�

Evaluation Board User Guide

MM8xxx-EB:

MM8xxx-EB is a simple-to-use evaluation board which is designed to demonstrate 
the functionality and performance of Mobius Microsystems’ patented CMOS Har-
monic Oscillator (CHO) technology. All Mobius products can be evaluated by 
ordering the respective evaluation board which is noted by the -EB suffix in the 
ordering information. Please contact a local Mobius Microsystems representative to 
order the appropriate evaluation board for Mobius CHO products. 

Ordering Information:

1) Mobius Microsystems Part Number

2) Output frequency (programmable) 

3) Supply Voltage (V3: 3.3V) 

4) Output Signal Type (C: CMOS)

5) Package Type (EB: Evaluation Board)

6) Temperature Range (C: 0 to 70oC)

7) Spread Spectrum Settings

MM8xxx - #
 )* � �+ � ,�

1 � * # - $ .

PCB Schematic

Board Features:

•   Easy to use evaluation board

•   SMA connectors to measure performance with frequency counter

•   Measurement points for active probes/high speed oscilloscopes

•   On board signal termination resistors

•   Single 3.3V power supply connection

•   Designed for S56 (5x3.2mm) package
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Use of Evaluation Board:

The MM8xxx-EB is an easy-to-use demonstration board for CHO products. 

[1] Only 2 power supply connections are needed: VDD (left) and GND (right)

[2] An SMA Connector is provided to monitor output signal (bottom SMA)

[3] The board has a 22Ohm series termination resistor to ensure proper signal 
integrity

[4] Mobius CHO DUT

[5] Output signal probe point for active probes (tip connection)

[6] Possible GND connection for active probe (if needed)Prelim
inary 
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